
Endmills for Zirconia, Ultimate, Non-ferrous and 
non-metallic materials.
Excellent wear resistance and surface finishs by applying qualified 
CVD diamond coating.
Wide range products prepared for various work shape and excellent
performance.
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2DBED 005 050 345
2DBED 005 050 350
2DBED 005 050 445
2DBED 005 050 450
2DBED 005 050 645
2DBED 005 050 650
2DBED 005 120 345
2DBED 005 120 350
2DBED 005 120 445
2DBED 005 120 450
2DBED 005 120 645
2DBED 005 120 650
2DBED 006 050 345
2DBED 006 050 350
2DBED 006 050 445
2DBED 006 050 450
2DBED 006 050 645
2DBED 006 050 650
2DBED 006 120 345
2DBED 006 120 350
2DBED 006 120 445
2DBED 006 120 450
2DBED 006 120 645
2DBED 006 120 650
2DBED 010 160 350
2DBED 010 160 355
2DBED 010 160 450
2DBED 010 160 455
2DBED 010 160 650
2DBED 010 160 655
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2DBED 010 180 450
2DBED 010 180 455
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2DBED 020 160 650
2DBED 020 160 655
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2DBED 020 200 355
2DBED 020 200 450
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2DBED 020 200 650
2DBED 020 200 655
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2DBED 030 200 655

Effective
Length

L2

5 
5 
5 
5 
5 
5
12
12
12
12
12
12
5 
5 
5 
5 
5 
5
12
12
12
12
12
12
16
16
16
16
16
16
18
18
18
18
18
18
16
16
16
16
16
16
20
20
20
20
20
20
20
20
20

Order Number




