
Endmills for PMMA, PEEK, WAX, A.B.S, non-ferrous 
and non-metallic materials.
Minimize chattering by even run-out and tolerance control.
Excellent tool rigidity by short flute design at high speed, feed 
machining.
Reinforced edge design for preventing edge chipping.
Excellent wear resistance by applying fine WC grade.
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Order Number

2MRBD 003 140 450
2MRBD 006 050 450
2MRBD 006 050 650
2MRBD 006 100 450
2MRBD 006 100 650
2MRBD 010 140 455
2MRBD 010 140 655
2MRBD 010 160 455
2MRBD 010 160 655
2MRBD 020 160 455
2MRBD 020 160 655
2MRBD 020 180 450
2MRBD 020 180 650
2MRBD 020 200 455
2MRBD 020 200 655

2MRBDD 003 140 450
2MRBDD 006 050 450
2MRBDD 006 050 650
2MRBDD 006 100 450
2MRBDD 006 100 650
2MRBDD 010 140 455
2MRBDD 010 140 655
2MRBDD 010 160 455
2MRBDD 010 160 655
2MRBDD 020 160 455
2MRBDD 020 160 655
2MRBDD 020 180 450
2MRBDD 020 180 650
2MRBDD 020 200 455
2MRBDD 020 200 655
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2 Flutes Rib Ball End Mills for PMMA & PEEK & WAX
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